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DESCRIPTION BULK PACK /1,000
d l g (min-max) dh dk k dm S T ARTICLE BOX QTY

in in in in in in in lbf lbf lb

lb

0.093

0.125

0.156

0.202 .033-.093 AGS4717-303BS
0.097 0.185 0.027 0.055

/0.057

0.071
/0.073

0.089
/0.091

110 110
81314 10,000 1.19

0.296 .094-.187 AGS4717-306BS 81316 10,000 1.30

0.170 .020-.062

0.130 0.236 0.028 220 220

81318 10,000 1.92
81320 10,000 2.03
81322 10,000 2.16

0.161 0.263 0.028 310 310

81331 3.59
81334
80886
76419

3.81
3.99
4.18

81324 10,000 2.29
81326 10,000

8,000
8,000
5,000
5,000

2.44

AGS4717-402BS
0.241 .063-.125 AGS4717-404BS
0.310
0.387

.126-.187

.187-.251
AGS4717-406BS

0.451 .251-.312 AGS4717-410BS

0.335 .126-.187 AGS4717-506BS

0.406
0.480
0.551

.188-.250

.251-.312

.312-.375

AGS4717-508BS

AGS4717-510BS
AGS4717-512BS

AGS4717-408BS

Nickel Copper Alloy

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem/Break Head Open
Domed Head
Aluminium 5% Magnesium Alloy  

dk

k

dm

Break Head Open - Domed Head

Aerospace Rivets 
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62 emhart.eu

DESCRIPTION BULK PACK /1,000
d l g (min-max) dh dk k dm S T ARTICLE BOX QTY

in in in in in in in lbf lbf lb

lb

0.093

0.125

0.202 .043-.125 AGS4718-303BS 81337 10,000 1.17
1.260.296 .126-.220 AGS4718-306BS

0.097 0.185 0.033 110
81340 10,000

0.170 .056-.097

0.130 0.236 0.036 220

81342 10,000 2.01
81344 10,000 2.05
81346 10,000 2.25

110

220

81348 10,000 2.31

AGS4718-402BS
0.241 .098-.160 AGS4718-404BS
0.310 .161-.223 AGS4718-406BS
0.382 .224-.285 AGS4718-408BS

Nickel Copper Alloy

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem/Break Head Open

Aluminium 5% Magnesium Alloy  

dk

k

dm

0.055
/0.057

0.071
/0.073

120˚ Countersunk

Break Head Open - Domed Head

Aerospace Rivets 

www.clarendonsf.com p.3



Break Stem Open - Domed Head

22 emhart.eu

Aluminium

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem Open
Domed Head
Aluminium 3.5% Magnesium Alloy  
Mandrel: Carbon Steel

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

2.4
2.30 - 2.48

3.5
5.0
7.5

Up To 0.8
0.8 - 2.4
2.4 - 4.8

TAPD31BS      
TAPD33BS      
TAPD36BS      

2.5 - 2.6 4.40 - 5.00 0.90 1.42 400 500
23758
22806
22807

10,000
10,000
10,000

0.53
0.54
0.59

3.0
2.90 - 3.08

5.0
6.5
8.0

10.0
12.0
15.0

Up To 2.0
2.0 - 3.5
3.5 - 5.0
5.0 - 7.0
7.0 - 9.0

9.0 - 12.0

SNAD3050BS    
SNAD3065BS    
SNAD3080BS    
SNAD3100BS    
SNAD3120BS    
SNAD3150BS    

3.1 - 3.2 5.70 - 6.30 1.10 1.83 800 1,000

22486
22487
22489
22490
22492
22493

10,000
10,000
10,000
10,000
8,000
5,000

0.90
0.94
1.00
1.05
1.29
1.33

3.2
3.10 - 3.28

4.5
6.0
8.0
9.7

11.5
13.5
15.0
17.0
18.5
20.0
24.0

Up To 1.6
1.6 - 3.2
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7
12.7 - 14.3
14.3 - 16.7
16.7 - 20.7

TAPD42BS      
TAPD44BS      
TAPD46BS      
TAPD48BS     
TAPD410BS   
TAPD412BS     
TAPD414BS     
TAPD416BS     
TAPD418BS   
TAPD421BS     
TAPD425BS     

3.3 - 3.4 6.05 - 6.65 1.10 1.83 800 1,200

20124
20125
20127
20128
20129
21196
20056
21305
21519
77898
25243

10,000
10,000
10,000
10,000
10,000
8,000
8,000
8,000
8,000
7,000
5,000

0.87
0.92
0.98
1.04
1.11
1.20
1.26
1.36
1.37
1.47
1.65

4.0
3.90 - 4.08

5.0
7.0
8.5

10.5
12.2
14.0
15.7
17.5
18.5
19.4
20.2
22.5
24.7

Up To 1.6
1.6 - 3.2
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7
12.7 - 13.5
12.7 - 14.5
13.5 - 15.9
15.9 - 17.4
17.4 - 19.8

TAPD52BS      
TAPD54BS      
TAPD56BS      
TAPD58BS      
TAPD510BS     
TAPD512BS     
TAPD514BS     
TAPD516BS     
TAPD517BS     
TAPD518BS     
TAPD520BS     
TAPD522BS     
TAPD525BS     

4.1 - 4.2 7.62 - 8.22 1.22 2.29 1,330 1,910

21246
20130
20131
20132
20133
20134
21262
21250
75003
22112
21186
25316
80911

8,000
8,000
8,000
8,000
5,000
5,000
5,000
5,000
5,000
5,000
5,000
5,000
5,000

1.56
1.54
1.63
1.73
1.82
1.90
2.00
2.10
2.28
2.32
2.33
2.56
2.59

dk

k

dm

Commercial Rivets 
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Break Stem Open - Domed Head

23emhart.eu

Aluminium

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem Open
Domed Head

  yollA muisengaM %5.3 muinimulA
Mandrel: Carbon Steel

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

4.8
4.70 - 4.88

6.5
7.5
9.2

11.0
12.7
14.7
16.5
19.0
21.0
23.0
25.5
32.5

Up To 2.4
2.4 - 3.2
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 13.5
13.5 - 15.5
15.5 - 17.5
17.5 - 19.8
19.8 - 26.2

TAPD63BS      
TAPD64BS      
TAPD66BS      
TAPD68BS      
TAPD610BS     
TAPD612BS     
TAPD614BS     
TAPD617BS     
TAPD621BS    
TAPD623BS     
TAPD625BS     
TAPD633BS     

4.9 - 5.0 9.20 - 9.80 1.60 2.64 2,020 2,800

21313
20136
20137
20138
20139
20140
20141
21190
22928
23248
22968
23776

5,000
5,000
5,000
5,000
5,000
4,000
4,000
4,000
3,000
3,000
3,000
2,000

2.35
2.16
2.28
2.42
2.56
2.68
2.90
3.05
3.48
3.63
3.47
4.10

5.0
4.94 - 5.08

6.5
8.0

10.0
12.0
15.0
16.0
19.0
20.0
22.0
25.0

Up To 3.5
3.5 - 4.5
4.5 - 6.0
6.0 - 7.5
7.5 - 9.5

9.5 - 11.5
11.5 - 13.5
13.5 - 15.5
16.5 - 17.5
17.5 - 20.5

SNAD5065BS   
SNAD5080BS   
SNAD5100BS   
SNAD5120BS    
SNAD5140BS    
SNAD5160BS    
SNAD5180BS    
SNAD5200BS   
SNAD5220BS    
SNAD5250BS    

5.1 - 5.2 8.70 - 9.30 1.60 2.64 2,200 2,600

22976
22977
22978
22979
22980
22981
22982
22983
22984
22985

5,000
5,000
5,000
5,000
5,000
5,000
5,000
4,000
3,000
3,000

2.35
2.47
2.62
2.77
2.81
3.04
3.11
3.18
3.55
3.77

6.0
5.93 - 6.08

8.0
10.0
12.0
15.0
16.0
19.0
20.0

0.5 - 3.5
3.5 - 5.5
5.5 - 7.5
7.5 - 9.5

9.5 - 11.5
11.5 - 13.5
13.5 - 15.5

SNAD6080BS    
SNAD6100BS    
SNAD6120BS   
SNAD6140BS   
SNAD6160BS   
SNAD6180BS    
SNAD6200BS    

6.1 - 6.2 11.70 - 12.30 2.10 3.20 3,000 3,800

23387
23345
23346
23347
23373
23389
23354

4,000
2,000
2,000
2,000
2,000
2,000
2,000

4.03
4.14
4.58
4.90
5.00
5.25
5.34

6.4
6.25 - 6.48

12.7
16.2
19.5
26.2

Up To 6.4
6.4 - 9.5

9.5 - 12.7
12.7 - 19.8

TAPD88BS      
TAPD812BS    
TAPD816BS    
TAPD824BS     

6.5 - 6.6 12.40 - 13.00 2.10 3.66 3,200 4,525

22941
75786
22730
22234

2,000
2,000
2,000
2,000

5.58
6.33
6.50
7.36

dk

k

dm

Commercial Rivets
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Aluminium

Break Stem Open
120˚ Countersunk

  yollA muisengaM %5.3 muinimulA
Mandrel: Carbon Steel

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

2.4
2.30 - 2.48

4.5
6.0
8.5

Up To 1.6
1.6 - 3.2
3.2 - 5.6

TAPK31BS      
TAPK33BS      
TAPK36BS      

2.5 - 2.6 4.50 - 4.90 - 1.42 400 500
81259
23175
23010

10,000
10,000
10,000

0.53
0.53
0.57

3.0
2.90 - 3.08

5.2
6.7
8.2

10.2
12.2
15.2

Up To 2.0
2.0 - 3.5
3.5 - 5.0
5.0 - 7.0
7.0 - 9.0

9.0 - 12.0

SNAK350BS
SNAK365BS
SNAK380BS
SNAK3100BS
SNAK3120BS
SNAK3150BS

3.1 - 3.2 5.70 - 6.30 - 1.83 800 1,000

23054
22754
22760

 

 

10,000
10,000
10,000

0.91
1.00
1.02
1.05
1.12
1.35

3.2
3.10 - 3.28

5.5
7.5
9.0

11.0
12.7
14.5
16.2
18.0
19.7
21.4
25.4

Up To 2.7
2.7 - 4.3
4.3 - 5.8
5.8 - 7.4
7.4 - 9.0

9.0 - 10.6
10.6 - 12.2
12.2 - 13.8
13.8 - 15.4
15.4 - 17.7
17.7 - 20.9

TAPK42BS      
TAPK44BS      
TAPK46BS      
TAPK48BS     
TAPK410BS     
TAPK412BS     
TAPK414BS     
TAPK416BS     
TAPK418BS     
TAPK421BS     
TAPK425BS     

3.3 - 3.4 6.05 - 6.65 - 1.83 800 1,200

21067
24484
20144
21207
20145
21304
20075
21306
21542
81298

 

10,000
10,000
10,000
10,000
10,000
8,000
8,000
8,000
8,000
8,000

0.91
0.93
1.02
1.05
1.14
1.29
1.31
1.34
1.39
1.46
1.54

4.0
3.90 - 4.08

6.5
8.5

10.0
12.0
13.5
15.5
17.0
19.0
20.0
22.0

Up To 2.9
2.9 - 4.5
4.5 - 6.1
6.1 - 7.7
7.7 - 9.3

9.3 - 10.9
10.9 - 12.4
12.4 - 14.0
14.0 - 14.8
14.8 - 17.2

TAPK52BS      
TAPK54BS      
TAPK56BS      
TAPK58BS      
TAPK510BS     
TAPK512BS     
TAPK514BS     
TAPK516BS     
TAPK517BS     
TAPK520BS     

4.1 - 4.2 7.75 - 8.05 - 2.29 1,330 1,910

21248
20146
20147
20148
21312
21069
21070
21071
80685
80858

8,000
8,000
8,000
8,000
5,000
5,000
5,000
5,000
5,000
5,000

1.56
1.60
1.65
1.78
1.93
1.96
2.06
2.26
2.28
2.37

dk
k

dm

 on request

 on request
 on request
 on request

Break Stem Open - 120o Countersunk

Commercial Rivets 
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DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

4.8
4.70 - 4.88

8.5
9.5

11.0
13.0
14.5
16.5
18.2
20.0
21.0
27.5
34.0

Up To 1.6
1.6 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7
12.7 - 14.3
14.3 - 15.1
15.1 - 21.4
21.4 - 27.8

TAPK63BS      
TAPK64BS      
TAPK66BS      
TAPK68BS      
TAPK610BS     
TAPK612BS     
TAPK614BS     
TAPK616BS     
TAPK617BS     
TAPK625BS     
TAPK633BS     

4.9 - 5.0 9.33 - 9.73 - 2.64 2,020 2,800

21314
21279
21256
21269
20150
21072
20151

21174
22969
81310

5,000
5,000
5,000
5,000
5,000
4,000
4,000

4,000
3,000
2,000

2.35
2.38
2.44
2.70
2.76
2.80
3.04
3.08
3.13
3.63
4.08

5.0
4.85 - 5.08

6.7
8.2

10.2
12.2
14.2
16.2
18.2
20.2
22.2
25.2
28.2
30.2

Up To 3.5
3.5 - 4.5
4.5 - 6.0
6.0 - 7.5
7.5 - 9.5

9.5 - 11.5
11.5 - 13.5
13.5 - 15.5
15.5 - 17.5
17.5 - 20.5
19.5 - 23.5
20.5 - 25.5

SNAK5065BS
SNAK5080BS
SNAK5100BS
SNAK5120BS
SNAK5140BS
SNAK5160BS
SNAK5180BS
SNAK5200BS
SNAK5220BS
SNAK5250BS
SNAK5280BS
SNAK5300BS

5.1 - 5.2 8.50 - 9.00 - 2.64 2,200 2,600

on request
on request
on request
on request
on request
on request
on request
on request
on request
on request
on request
on request

2.47
2.58
2.71
2.88
2.93
3.14
3.22
3.29
3.66
3.88
4.36
4.67

Aluminium

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem Open
120˚ Countersunk

Aluminium 3.5% Magnesium Alloy  
Mandrel: Carbon Steel

dk
k

dm

 on request

Break Stem Open - 120o Countersunk

Commercial Rivets

www.clarendonsf.com p.7
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d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Aluminium

Closed End
Domed Head
Aluminium 5% Magnesium Alloy  
Mandrel: Carbon Steel

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

3.2
3.10 - 3.28

6.0
7.5 
9.0

11.0 
12.5

Up To 1.6
1.6 - 3.2
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9

AD42SB
AD44SB
AD46SB
AD48SB
AD410SB

3.3 - 3.4 5.70 - 6.30 1.10 1.63 1,110 1,400

80387
80392
80402
80407
80448

10,000
10,000
10,000
10,000
10,000

0.75
0.77
0.80
0.88
0.90

4.0
3.90 - 4.08

8.0
9.5

11.0
12.5

Up To 3.2
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9

AD54SB
AD56SB
AD58SB
AD510SB

4.1 - 4.2 7.62 - 8.22 1.50 2.18 1,640 2,220

80414
80419
80423
80376

8,000
8,000
8,000
5,000

1.59
1.61
1.65
1.68

4.8
4.73 - 4.88

8.3
10.0
11.5
13.0
14.5
18.0 
22.0

Up To 3.2
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 12.7
12.7 - 15.9

AD64SB
AD66SB
AD68SB
AD610SB
AD612SB
AD616SB
AD620SB

4.9 - 5.0 9.20 - 9.85 1.75 2.64 2,260 3,110

80427
80434
80442
80458
80466
80472
80476

5,000
5,000
5,000
5,000
5,000
4,000
4,000

2.38
2.44
2.48
2.54
2.72
2.93
3.35

6.4
6.32 - 6.48

13.0
16.0

Up To 6.4
6.4 - 9.5

AD84H
AD86H

6.5 - 6.6 12.06 - 13.34 2.51 3.66 4,000 4,800
23481
80258

2,000
2,000

4.80
5.12

dk
k

dm

Closed End - Domed Head

Commercial Rivets 
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d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Closed End
120˚ Countersunk

Aluminium 5% Magnesium Alloy  
Mandrel: Stainless Steel

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

3.2
3.10 - 3.28

7.0
8.5

10.0
11.7
13.3

Up To 2.5
2.5 - 4.1
4.1 - 5.6
5.6 - 7.2
7.2 - 8.8

AK42SS
AK44SS
AK46SS
AK48SS
AK410SS

3.3 - 3.4 5.69 - 6.29 - 1.65 1,110 1,400

80495
80501
80507
80240
80321

10,000
10,000
10,000
10,000
10,000

0.83
0.86
0.88
0.90
0.95

4.0
3.90 - 4.08

9.5
11.0
12.5
14.0

Up To 4.4
4.4 - 6.0
6.0 - 7.6
7.6 - 9.2

AK54SS
AK56SS
AK58SS
AK510SS

4.1 - 4.2 7.62 - 8.22 - 2.18 1,640 2,220

75653
75919
76460
75394

8,000
8,000
8,000
8,000

1.59
1.61
1.65
1.69

4.8
4.70 - 4.88

10.0
11.5
13.0
14.7
16.3
19.5
23.5

Up To 4.7
4.7 - 6.3
6.3 - 7.9
7.9 - 9.4

9.4 - 11.0
11.0 - 14.2
14.2 - 18.4

AK64SS
AK66SS
AK68SS
AK610SS
AK612SS
AK616SS
AK620SS

5.0 - 5.1 9.25 - 9.85 - 2.62 2,260 3,110

80338
80530
80535
80546
80378
80339
77860

5,000
5,000
5,000
5,000
5,000
4,000
4,000

2.38
2.44
2.48
2.54
2.74
2.98
3.30
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Aluminium Closed End - 120o Countersunk
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d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Steel

Break Stem Open
Domed Head
Carbon Steel  
Mandrel: Carbon Steel

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

2.8
2.73 - 2.88

5.3 0.5 - 2.9 TSPD33BS 2.9 - 3.0 5.24 -5.84 1.32 1.83 715 930 78619 10,000 1.06

3.0
2.94 - 3.08

5.0
6.5
8.0

10.0
12.0
15.0

Up To 2.0
2.0 - 3.5
3.5 - 5.0
5.0 - 7.0
7.0 - 9.0

9.0 - 12.0

SNSD3050BS
SNSD3065BS
SNSD3080BS
SNSD3100BS
SNSD3120BS
SNSD3150BS

3.1 - 3.2 5.70 - 6.30 1.10 1.83 1,100 1,400

78446
78441
78442
78443
78444
78445

10,000
10,000
10,000
10,000
8,000
5,000

1.12
1.18
1.30
1.47
1.54
1.70

3.2
3.10 - 3.28

4.5 
6.0
8.0
9.5 

11.5
13.5
15.0
17.0
19.0

Up To 1.6
1.6 - 3.2 
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7
12.7 - 14.3

TSPD42BS
TSPD44BS
TSPD46BS
TSPD48BS
TSPD410BS
TSPD412BS
TSPD414BS
TSPD416BS
TSPD418BS

3.3 - 3.4 6.05 - 6.65 1.10 1.93 1,150 1,550

81939
81796
81728
75645
77994
75647
81780
81779
77996

10,000
10,000
10,000
10,000
8,000
8,000
8,000
8,000
6,000

1.17
1.27
1.39
1.77
1.60
1.81
1.85
1.93
2.03

4.0
3.85 - 4.08

5.0
7.0
8.5

10.5
12.2
14.0
15.9
17.6
19.5

Up To 1.6
1.6 - 3.2
3.2 - 4.8 
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7
12.7 - 13.5

TSPD52BS
TSPD54BS
TSPD56BS
TSPD58BS
TSPD510BS
TSPD512BS
TSPD514BS
TSPD516BS
TSPD517BS

4.1 - 4.2 7.72 - 8.22 1.35 2.29 1,730 2,500

78719
77932
78009
81789
75650
81769
81768
78004

6,000
6,000
6,000
5,000
5,000
5,000
5,000
4,000

2.00
2.10
2.22
2.45
2.62
2.78
2.99
3.18
3.27

4.8
4.65 - 4.88

6.5
7.5
9.3

11.0
12.7
14.5
16.5
18.3
19.0
20.3
23.5
26.7
29.8

Up To 2.4
2.4 - 3.2 
3.2 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7 
12.7 - 13.5
12.7 - 15.9
15.9 - 19.1
19.1 - 22.2
22.3 - 25.4

TSPD63BS
TSPD64BS
TSPD66BS
TSPD68BS
TSPD610BS
TSPD612BS
TSPD614BS
TSPD616BS
TSPD617BS
SD610BS
SD612BS
SD614BS
SD616BS

4.9 - 5.0 9.22 - 9.82 1.60 2.90 2,620 3,500

78585
78042
78049
81727
77939
78032
77942
77944
78038
78518
78519

78520

4,000
4,000
4,000
4,000
3,000
3,000
3,000
3,000
3,000
2,000
2,500

2,000

3.35
3.40
3.55
3.88
4.00
4.53
4.67
4.83
4.90
4.00
4.44
5.36
6.25

dk

k

dm

 on request

 on request

Break Stem Open - Domed Head

Commercial Rivets 
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d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

5.0
4.85 - 5.08

6.5
8.0

10.5
12.0
14.0
16.0
18.0
22.0

Up To 2.5
2.5 - 4.0
4.0 - 6.0
6.0 - 8.0

8.0 - 10.0
10.0 - 12.0 
12.0 - 14.0 
16.0 - 18.0 

SNSD5065BS
SNSD5080BS
SNSD5100BS
SNSD5120BS
SNSD5140BS
SNSD5160BS
SNSD5180BS
SNSD5220BS

5.1 - 5.2 8.70 - 9.30 1.60 2.90 2,880 3,790

77928
78463
78464
78468
78469
78470
78471

4,000
4,000
4,000
3,000
3,000
3,000
3,000

3.40
3.55
3.88
4.00
4.43
4.67
4.83
5.17

6.0
5.85 - 6.08

8.0
10.0
12.0
14.0
16.0
18.0 
20.0

Up To 2.0
2.0 - 4.0
4.0 - 6.0
6.0 - 8.0

8.0 - 10.0 
10.0 - 12.0
12.0 - 14.0 

SNSD6080BS
SNSD6100BS
SNSD6120BS
SNSD6140BS
SNSD6160BS
SNSD6180BS
SNSD6200BS

6.1 - 6.2 11.70 - 12.30 2.10 3.65 4,200 5,500

78450
78452
78454

2,000
2,000
2,000

6.40
6.74
7.56
7.70
7.88
8.02
8.20

6.4
6.40 - 6.51

9.5
13.0
18.5 
21.6
24.8
27.9
31.1

0.5 - 3.8
3.8 - 7.6

7.6 - 12.7
12.7 - 15.9
15.9 - 19.1
19.1 - 22.2
22.2 - 25.4

TSPD8095BS
TSPD8130BS
TSPD8185BS
SD810BS
SD812BS
SD814BS
SD816BS

6.53 - 6.63 10.55 - 11.15 1.55 3.86 5,000 5,700

78620
78586
78607
78521
78522

78562

2,000
1,500
1,500
1,000
1,000

1,000

6.80
8.25
8.47
9.20
9.92

10.60
11.30

dk

k

dm

Break Stem Open
Domed Head

  leetS nobraC
Mandrel: Carbon Steel

 on request

 on request

 on request
 on request
 on request

 on request

SteelBreak Stem Open - Domed Head

Commercial Rivets
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DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

2.8
2.74 - 2.88

5.0
5.5

Up To 1.8
1.8 - 2.3

TLPD319BS
TLPD321BS

2.9 - 3.0 4.70 - 5.06 0.60 1.83 1,150 1,300
78717
78685

10,000
10,000

0.95
0.95

3.2
3.15 - 3.25

5.0
6.2
7.5
9.0

10.3

0.5 - 1.8
1.8 - 3.1
3.1 - 4.3
4.3 - 5.8
 5.8 - 7.1

TLPD419BS
TLPD424BS
TLPD429BS
TLPD435BS
TLPD440BS

3.3 - 3.4 5.80 - 6.17 0.72 1.93 1,500 1,900

82268
25329
25330
25331
25332

10,000
10,000
10,000
10,000
10,000

1.22
1.30
1.42
1.44
1.52

4.0
3.85 - 4.08

6.2
7.8
9.5

10.3
11.5

Up To 2.5
2.5 - 4.1
4.1 - 5.8
5.8 - 6.6
6.6 - 7.9

TLPD524BS
TLPD530BS
TLPD537BS
TLPD540BS
TLPD545BS

4.1 - 4.2 6.50 - 6.90 0.80 2.29 2,200 3,000

25350
78415
77490
77494
79302

8,000
6,000
6,000
6,000
6,000

2.10
2.24
2.51
2.58
2.66

4.8
4.70 - 4.88

7.7
9.3

10.0
12.8
16.5
19.0

2.3 - 3.8
3.8 - 5.1
5.1 - 5.8
5.8 - 8.6

8.6 - 12.5
12.5 - 15.0

TLPD630BS
TLPD636BS
TLPD639BS
TLPD650BS
TLPD665BS
TLPD675BS

4.9 - 5.0 7.85 - 8.40 1.27 2.90 3,300 3,750

78073
77614
77619
78593
78588
77678

4,000
4,000
4,000
4,000
3,000
3,000

3.22
3.32
3.72
3.90
4.51
4.68

6.4
6.32 - 6.48

13.0
18.0

Up To 7.6
7.6 - 12.7

TLPD850BS
TLPD870BS

6.5 - 6.7 10.50 - 11.10 1.60 3.86 5,400 6,750
78613
78614

1,500
1,500

8.2
8.8

Nickel Copper Alloy

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem Open
Domed Head
Nickel Copper Alloy  
Mandrel: Carbon Steel

dk
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Break Stem Open - Domed Head

Commercial Rivets 
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DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

2.8
2.74 - 2.88

5.5
6.0

0.5 - 2.3
2.3 - 2.8

TLPK319BS
TLPK321BS

2.9 - 3.0 4.7 - 5.1 - 1.83 1,150 1,300
79096
79097

10,000
10,000

0.96
0.97

3.2
3.15 - 3.25

5.8
7.0
8.5

10.0
11.2

0.8 - 2.5
2.5 - 3.8
3.8 - 5.1
5.1 - 6.6
6.6 - 7.9

TLPK419BS
TLPK424BS
TLPK429BS
TLPK435BS
TLPK440BS

3.3 - 3.4 5.8 - 6.2 - 1.93 1,500 1,900

25338
25339
25340
25341
25342

10,000
10,000
10,000
10,000
10,000

1.25
1.30
1.40
1.47
1.50

4.0
3.92 - 4.08

7.2
8.7

10.5
11.3

Up To 3.3
3.3 - 4.8
4.8 - 6.6
6.6 - 7.4

TLPK524BS
TLPK530BS
TLPK537BS
TLPK540BS

4.1 - 4.2 6.5 - 6.9 - 2.29 2,200 3,000

25363
78416
77500
77504

8,000
6,000
6,000
6,000

2.10
2.24
2.51
2.58

4.8
4.70 - 4.88

9.0
10.5
11.0
14.0
18.0
20.5

3.1 - 4.6
4.6 - 5.8
5.8 - 6.6
6.6 - 9.4

9.4 - 13.2
13.2 - 15.8

TLPK630BS
TLPK636BS
TLPK639BS
TLPK650BS
TLPK665BS
TLPK675BS

4.9 - 5.0 7.85 - 8.40 - 2.90 3,300 3,750

78075
78896
77634
77640
77683
77685

4,000
4,000
4,000
4,000
3,000
3,000

3.18
3.32
3.72
4.87
4.51
4.67

6.4
6.40 - 6.50

14.5
19.4

4.6 - 8.4
8.4 - 13.5

TLPK850BS
TLPK870BS

6.6 - 6.7 10.60 - 11.10 - 3.86 5,400 6,750
78611
78612

1,500
1,500

7.87
8.60

Nickel Copper Alloy

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu

Break Stem Open
120˚ Countersunk

  yollA reppoC lekciN
Mandrel: Carbon Steel
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Break Stem Open - 120o Countersunk

Commercial Rivets
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DESCRIPTION BULK PACK /1,000

d l g dh dk k dm S T ARTICLE BOX QTY

mm mm mm mm mm mm mm N N kg

2.4
2.33 - 2.48

6.1 
8.5

0.8 - 3.2
3.2 - 6.0

TSPK33BS
TSPK36BS

2.5 - 2.6 4.40 - 5.00 - 1.42 700 1,000
77570
78451

10,000
10,000

0.78
0.81

3.2
3.15 - 3.28

5.4
7.3
9.0

10.8
12.6 
14.4
16.1

0.8 - 2.7
2.7 -4.3
4.3 - 5.8
5.8 - 7.4
7.4 - 9.0

9.0 - 10.6
10.6 - 12.2

TSPK42BS
TSPK44BS
TSPK46BS
TSPK48BS
TSPK410BS
TSPK412BS
TSPK414BS

3.3 - 3.4 6.05 - 6.65 - 1.93 1,150 1,550

78490
81751
75739
81750
78489
81749
78447

10,000
10,000
10,000
10,000
10,000
8,000
8,000

1.20
1.26
1.42
1.50
1.67
1.82
1.85

4.0
3.92 - 4.08

6.5
8.5

10.0
12.0
13.5
15.5
17.0

Up To 2.9
2.9 - 4.5
4.5 - 6.1
6.1 - 7.7
7.7 - 9.3

9.3 - 10.9
10.9 - 12.4

TSPK52BS
TSPK54BS
TSPK56BS
TSPK58BS
TSPK510BS
TSPK512BS
TSPK514BS

4.1 - 4.2 7.63 - 8.23 - 2.29 1,730 2,500

78483
78288
78058
81746
81745
78488
78440

6,000
6,000
6,000
5,000
5,000
5,000
5,000

2.00
2.10
2.22
2.44
2.66
2.77
3.00

4.8
4.60 - 4.83

8.4
9.3

11.1
12.8
14.6
16.4
18.2
20.0
21.0

Up To 2.4
2.4 - 4.8
4.8 - 6.4
6.4 - 7.9
7.9 - 9.5

9.5 - 11.1
11.1 - 12.7
12.7 - 14.3
14.3 - 15.1

TSPK63BS
TSPK64BS
TSPK66BS
TSPK68BS
TSPK610BS
TSPK612BS
TSPK614BS
TSPK616BS
TSPK617BS

4.9 - 5.0 9.20 - 9.80 - 2.90 2,620 3,500

78484
78065
78485
81743
78599
75954
78466
78467
78061

4,000
4,000
4,000
4,000
3,000
4,000
3,000
3,000
3,000

3.35
3.40
3.55
3.88
4.00
4.37
4.67
4.83
4.90

Steel

Break Stem Open
120˚ Countersunk

  leetS nobraC
Mandrel: Carbon Steel

d=Nominal Diameter, Min - Max Diameter;  l=Body Length (+/- 0.5mm);  g=Grip Range (Min - Max);  dh=Hole Size (Min - Max);  dk=Flange Diameter (Min - Max);   
k=Flange Thickness (Max);  dm=Nominal Mandrel Diameter;  S=Nominal Shear Strength;  T=Nominal Tensile Strength

The POP®  
Please enquire to Emhart Customer Service. For the latest catalogue digital version please visit www.emhart.eu
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Break Stem Open - 120o Countersunk
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